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STANDARD RATING OF SYSTEM 
250 PSI AND 250°F WATER

VENTURIS with Weld-Neck Flanged Ends

FLOW
Red

Green

*5 *2

*MINIMUM PIPE DIAMETERS FROM FITTING OR VALVE

INSTALLATION INSTRUCTIONS

Steel
21/2” - 10” Zinc Plated

Accuracy ±1%

A
45/8”
4”

51/4”
41/4”
57/8”
53/8”
5”
6”
7”
8”
12”
14”
26”
29”
32”
39”
48”

SIZE
21/2” - 628
21/2” - 746
3” - 623
3” - 745
4” - 555
4” - 675
5” - 715
6” - 743
8” - 750
10” - 755
12” - 750
14” - 756
16” - 721
18” - 725
20” - 710
24” - 709
30” - 636

DISCONNECT

VALVE

STYLE VW-F

B

GERAND

METAL IDENTIFICATION TAG

WEIGHT
22 LB
24 LB
26 LB
26 LB
39 LB
37 LB 
48 LB 
59 LB
99 LB
141 LB
218 LB
305 LB
435 LB
522 LB
600 LB 
853 LB
1192 LB

B
101/8”
91/2”
103/4”
93/4”
117/8”
113/8”
12”
13”
15”
16”
21”
24”
36”
40”

433/8”
51”

581/4”

A


